


Product details | Publishing date: 09.2020 | Revision No.: 01

Application guide webercolor

PREPARATIONS
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After mixing, wait 3-4 minutes
for the chemical contents to set

-@ r- Prepare the surface

= Clean any grime off the joints to ensure good
adhesion of the grout and uniform joints.
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= Pour 1 bag of the liquid solution

- - into a bucket

= Slowly add 1bag of the powder
component and mix well until
EE | obtaining a homogenous paste
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= Do not add water or any other
substances

Setting time

APPLICATION METHOD
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Setting time

} After 15 minutes, use a damp sponge to L L 1 A \ \

—
remove excessive grout with a spiral After 2 hours, use a clean cloth to wipe { Light traffic is allowed after 24 hours.

Apply a rubber trowel to fill the grout
the tile surface clean.

diagonally motion. ]
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CAUTIONS ON GROUTING SAFETY AND HEALTH INFORMATION
« The tile grout mixture should be used up within 30 minutes after * The product contains cement which may cause an allergic
mixing. Limit exposure to direct sunlight. reaction on contact. Direct contact with wet mortar may cause
dermiaititis, burning, or irritation. Contact with the product via high
« Avoid applying the grout overheated substrates. While working excretion of body fluids (e.g. sweating or tearing) may also cause
under direct sunlight, use sunlight-proof shields to cool down the dermaititis, burning, or irritation.

ambient temperature.

Avoid direct contact with skin or eyes. Limit activities that cause
dust and avoid breathing in dust directly when applying.

Wash thoroughly with plenty of clean water when the product
comes in contact with the body.

Wear protective gloves and goggles when working.
Keep the product out of children's reach.

COLOR REFERENCE TABLE"
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White Grey Pearl Grey Black
Natural Green Green Natural Blue Blue

“The above colors are for indication only, compared to the actual product color as allowed by the printing technique.

Disclaimer:

The information related to Weber products is provided and recommended based on our knowledge and experience under proper storage, testing, and use conditions. In actual application, due to
differences in materials, aggregates, and actual site conditions, we cannot guarantee any particular purposes of the product, or any liability for the information, recommendations, or advice from
our part. Users need to consult the latest documentation provided as well as check the suitability of the product for the desired application purpose.
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